










PARCEL IN QUESTION 
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Application for Simplified Residential Variation 

Application Number:                  FOR OFFICE USE ONLY 
Project Name:                   
Date of Submission:             

 
I.  Applicant 

              
Name             

              
Street 

              
City     State    Zip Code 

       
Telephone Number  Fax Number    E-mail address 

II.  Owner of Property (if different) 

              
Name 

        
Address         Telephone Number 

III.  Project Data 

1. a.  Location/Address:          

b. PIN #:             

2. Description of proposal/Reason for request (including how the standards for variation are met, 

any unique circumstance of the property, or particular hardship):  

DESCRIBE THE UNIQUE CIRCUMSTANCES OF THE PROPERTY:    

            

            

              

             

IS THE HARDSHIP SELF-CREATED?        
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ARE THE CONDITIONS APPLICABLE TO OTHER PROPERTIES IN THE SAME ZONING  

CLASSIFICATION?          

            

            

             

WILL THE VARIATION ALTER THE ESSENTIAL CHARACTER OF THE LOCALITY?  

            

            

            

             

WILL THE VARIATION, IF GRANTED BE DETRIMENTAL TO PUBLIC WELFARE OR   

INJURIOUS TO OTHER PROPERTY?        

            

            

             

WILL THE VARIATION AS PROPOSED IMPAIR ADEQUATE SUPPLY OF LIGHT OR AIR TO 

ADJACENT PROPERTY; DIMINISH PROPERTY VALUE; INCREASE CONGESTION IN 

PUBLIC STREETS; SUSBTANTIALLY INCREASE THE DANGER OF FIRE; OT ENDANGER 

PUBLIC SAFETY?           

            

            

             

3. List any previous variations that are approved for this property:     

            

             

IV. Signatures  

 
      

PETITIONER: Print and Sign name (if different from owner)    Date  

As owner of the property in question, I hereby authorize the seeking of the above requested action.  

              

OWNER: Print and Sign name       Date 

NOTE: If the property is held in trust, the trust officer must sign this petition as owner. In addition, the trust 
officer must provide a letter that names all beneficiaries of the trust.  









NOTES THIS 

1. EXISTING SLIDING GLASS DOOR TO 
REMAIN. 

2. NEW 3'-0" W X 6'-8" H X 1" THK WOOD 
SCREEN DOOR (SEE NORTH ELEVATION 
FOR DOOR STYLE). 

3. UPPER DECK - EXISTING COMPOSITE 
DECK BOARDS TO REMAIN. 

4. LOWER DECK - REINSTALL SALVAGED 
(NEW IF REQD) COMPOSITE DECK 
BOARDS WHERE REMOVED FOR NEW 
PIER INSTALL 

5. LOWER DECK - REINSTALL SALVAGED 
(NEW IF REQD) COMPOSITE DECK 
BOARDS AT STEPS (TREADS AND 
RISERS) WHERE REMOVED FOR NEW 
PIER INSTALL 

6. REMOVE AND INFILL EXISTING STEPS 
WITH COMPOSITE DECK BOARDS OVER 
WOOD JOISTS. 

7. REBUILD END PORTION OF EXISTING 
WING WALL WHERE CANTILEVER END 
OF NEW ENGINEERED WOOD BEAM 
CONNECTS. 

8. NEW 2X4 TREATED WOOD PARTITION 
FORMING OPENINGS FOR SCREEN 
PANELS. SEE BLDG SECTION AND 
ELEVATIONS FOR VERT DIMENSIONS 
AND EXACT CONFIGURATION. 

NOTE: ALL 1 X6 NOM COMPOSITE WOOD 
DECK BOARDS AND 1X12 NOM FASCIA 
BOARDS ARE SQUARE EDGED TREX 
TRANSCEND (COLOR: TIKI TORCH). 

199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 



1. NEW SCREEN TIGHT TRACK SCREENING SYSTEM 
WITH BLACK POWDER-COATED FINISH AND .011 DiAM 
18/16 MESH CHARCOAL FIBERGLASS iNSECT SCREEN. 

2. NEW 5/16" X 6-1/4" SMOOTH HARDIE PLANK OR WOOD 
LAP SIDING (5" EXPOSURE) PRIMED AND PAINTED. 

3. NEW OWENS CORNING TRUDEFINiTION DURATION 
ASPHALT SHINGLES ON WEATHERLOCK MAT ICE AND 
WATER BARRIER OVER ENTIRE ROOF SURFACE 
(SHINGLE COLOR: SIERRA GRAY). 

4. 1" X 4" SMOOTH HARDIE PLANK OR WOOD SHADOW 
BOARD PRIMED AND PAINTED. 

5. 1" X 10" SMOOTH HARDiE PLANK OR WOOD RAKE 
BOARD PRIMED AND PAINTED. 

6. 6" W X 4" H .032 ALUM BOX GUTTER AND 3" X 4" 
CORRUGATED DOWNSPOUTS WITH BLACK POWDER­
COAT FiNISH (MATCH EXISTING). 

7. 1" X WIDTH REQD SMOOTH HARDIE PLANK OR WOOD 
TRIM BOARD PRIMED AND PAINTED. 

8. REMOVE AND REINSTALL SALVAGED (NEW AS REQD) 
1X12 NOM DECK FASCIA BOARD. 

NEW PORCH ADDITION 
199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 



1. NEV\f 3'-0" W X 6'-8" H X 1" THK SCREEN TIGHT 
WOODCRAFT WOOD SCREEN DOOR VVITH .011 
DIAM 18/16 MESH CHARCOAL FIBERGLASS 
INSECT SCREEN. 

2. NEW SCREEN TIGHT MINi TRACK SCREENING 
SYSTEM WITH BLACK POWDER-COATED FINISH 
AND .011 DIAM 18/16 MESH CHARCOAL 
FIBERGLASS INSECT SCREEN. 

3. NEW 5/16" X 6-114" SMOOTH HARDIE PLANK OR 
WOOD LAP (5" EXPOSURE) PRIMED AND 

PAINTED. 
4. NEW OWENS CORNING TRUDEFINITION 

DURATION ASPHALT SHINGLES ON 
WEATHERLOCK MAT ICE AND WATER BARRIER 
OVER ENTIRE ROOF SURFACE (SHINGLE 
COLOR: SIERRA GRAY). 

5. END PORTION OF EXISTING WING 
TO AS 

CANTILEVER END OF NEW 
ATTACHES. 

6. 1" X 10" SMOOTH 

FASCIA BOARD PRIMED AND PAINTED. 
7. 6" W X 4" H .032 ALUM BOX GUTTER AND 3" X 4" 

CORRUGATED DOWNSPOUTS WITH BLACK 
POWDER-COAT FINISH (MATCH EXISTING), 

8. 1" X WIDTH REQD SMOOTH HARDIE PLANK OR 
WOOD TRIM BOARD PRIMED AND PAINTED. 

9. REMOVE AND REINSTALL SALVAGED (NEW AS 
REQD) 1X12 NOM DECK FASCIA BOARD. 

NEW SCREEN PORCH _!L..#I!...I1II 

199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 



1. NEVV2X10 WOOD BD. 
L. NEW 2X10 TREATED V>JOOD RiDGE 8D. 
3. NEW 2X8 TREATED WOOD RAFTERS AT 

NEW 1/2" BLUE EDGE APA - RATED 
OS8 ROOF 

5. NEW 2X4 TREATED WOOD RAFTER TIES 
JOISTS) AT 16" O.C. 

1 

6. NEW 1X3 SYP (3/4" X 2-1/2" ACTUAL) WOOD FURRING 
STRIPS PERPINDICULAR TO CEILING JOISTS AT 3-1/2" 
O.C. - STAIN TO MATCH "TIKI TORCH" COLOR OF TREX 
DECKING. 

7. NEW 3-1/2" X 9-1/4" ENGINEERED 
BEAM (PARALLAM PLUS PSL OR EQUAL). 

8. NEW 2X4 TREATED VVOOD HORIZ RAIL 
9. NEW 3-12"W X 4-1/2"H TREATED WOOD CURB. 
10. NEW 2X4 TREATED VVOOD AT 16" O.C. INSTALLED FLAT 

8ETViEEN UNDERSIDE OF RAFTER AND TOP OF 
CEILING JOiST/BEAM TO FORM ROOF END WALLS. 

PORCH 
199 EDGEWATER DRIVE 
CRYSTAL ILLINOIS 4 



KEYED NOTES THIS SHEET 

1. NEW2X10TREATEDWOOD RIDGE BD. 
2. NEW 2X8 TREATED WOOD RAFTERS AT 16" O.C. 
3. NEW 1/2" BLUE EDGE SEAL, APA· RATED 

EXPOSURE 1 OSB ROOF SHEATHING. 
4. NEW 2X4 TREATED WOOD RAFTER TIES (CEILING 

JOISTS) AT 16" O.C. 
5. NEW 1 X3 SYP (3/4" X 2-1/2" ACTUAL) WOOD 

FURRING STRIPS PERPINDICULAR TO CEILING 
JOISTS AT 3-1/2" O.C. AND PERIMETER TRIM - STAIN 
TO MATCH TREX DECKING (COLOR: TIKI TORCH). 

6. NEW 3-1/2" X 9-1/4" TREATED, ENGINEERED WOOD 
BEAM (PARALLAM PLUS PSL OR EQUAL). 

7. NEW 2X4 TREATED WOOD HORIZ RAIL 
8. NEW 3-12"W X 4-1/2"H TREATED WOOD CURB. 
9. NEW 2X4 TREATED WOOD AT 16" O.C. INSTALLED 

FLAT BETWEEN UNDERSIDE OF RAFTER AND TOP 
OF CEILING JOIST/BEAM TO FORM ROOF END 
WALLS. 

10. NEW SCREEN TIGHT MINI TRACK SCREENING 
SYSTEM WITH BLACK POWDER-COATED FINISH 
AND .011 DIAM 18/16 MESH CHARCOAL 
FIBERGLASS INSECT SCREEN. 

11. NEW 5/16" X 6-1/4" SMOOTH HARDIE PLANK OR 
WOOD LAP SIDING (5" EXPOSURE) PRIMED AND 
PAINTED. 

12. NEW OWENS CORNING TRUDEFINITION DURATION 
ASPHALT SHINGLES ON WEATHERLOCK MAT ICE 
AND WATER BARRIER OVER ENTIRE ROOF 
SURFACE (SHINGLE COLOR: SIERRA GRAY). 

13. NEW 1X 4 SMOOTH HARDIE PLANK OR WOOD 
SHADOW BOARD PRIMED AND PAINTED. 

14. NEW 1 X10 SMOOTH HARDIE PLANK OR WOOD 
RAKE/FASCIA BOARD PRIMED AND PAINTED. 

15. NEW 2X8 TREATED WOOD SUBFASCIA. 
16. NEW 6" W X 4" H .032 ALUM BOX GUTIER AND 3" X 

4" CORRUGATED DOWNSPOUTS WITH BLACK 
POWDER-COAT FINISH (MATCH EXISTING). 

17. NEW 1 X WIDTH REQD SMOOTH HARDIE PLANK OR 
WOOD TRIM BOARD PRIMED AND PAINTED. 

18. NEW 1X4 WOOD BASE PRIMED AND PAINTED. 

S PORCH 
199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 



KEYED NOTES THIS 

1. OUTLINE OF EXISTING DECK ABOVE. 
2. EXISTING CONCRETE PIER TO REMAIN. 
3. EXISTING 2X8 TREATED WOOD LEDGER 

TO REMAIN. 
4. LINE OF EXiSTING HOUSE FOUNDATION. 
5. REMOVE EXISTING DECK BOARDS, 

FASCIA, WING WALLS, STEPS, JOISTS, 
AND BEAMS AT THE LOWER DECK AS 
REQUIRED FOR THE INSTALLATION OF 
NEW PIERS. SHORE REMAINING DECK 
STRUCTURE AS MAY BE REQUIRED AND 
SALVAGE REMOVALS FOR REUSE TO 
THE EXTENT POSSIBLE. 

6. REMOVE EXISTING CONCRETE PIER. 
7. NEW REINF CONCRETE PIERS - 10" 

DIAMETER SONOTUBE ON A BIGFOOT 
SYSTEMS BF24 FOOTING FORM. 3 - #4 
BARS EACH WAY FOOTING, 3 - #4 BARS 
VERT FULL HEIGHT PIER. 

NEW CONCRETE PIER NOTES 

1. NEW REINF CONCRETE PIERS SHALL 
SUPPORT A CONCENTRATED LOAD OF 
1.937 KIPS. 

2. A SOIL BEARING PRESSURE OF 750 PSF 
ASSUMED FOR PIER DESIGN. 

199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 6001 
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KEYED 

1. OUTLINE OF EXISTING DECK ABOVE. 
2. EXISTING 2X8 TREATED WOOD LEDGER 

TO REMAIN. 
3. LINE OF EXISTING HOUSE FOUNDATiON. 
4. EXISTING DOUBLE 2X8 TREATED WOOD 

BEAM TO REMAIN. 
5. EXISTING TRIPLE 2X8 TREATED WOOD 

BEAM TO REMAIN. 
6. NEW 4X4 TREATED WOOD POST. 
7. NEW DOUBLE 2X8 TREATED WOOD 

BEAM. 
S. UPPER DECK - EXISTING 2XS TREATED 

WOOD JOISTS AT 16" D.C. TO REMAIN. 
9. lOWER DECK - REINSTALL SALVAGED 

(NEW IF REQD) 2XS TREATED WOOD 
JOISTS AT 16' D.C. WHERE REMOVED 
FOR NEW PIER iNSTALL. 

10. lOWER DECK - REINSTALL SALVAGED 
(NEW IF REQD) 2X TREATED WOOD 
STEP STRINGERS AT 16" D.C. vVHERE 
REMOVED FOR NEW PIER INSTALL. 

TYPE DEAD LOAD NOTES 

DECK/FLOOR PSF 1D PSF EXISTING 

ROOF 30 PSF 15 PSF ASPHALT SHINGLE - ALL ROOFS 4 IN 12 

CEILING 2 PSF 1X3 WOOD FURRING STRIP CEILING 

WIND 25 PSF MIN 25 PSF MIN 

WOOD GRADES 

ALL WOOD FRAMING SHALL BE PRESSURE TREATED SOUTHERN YELLOW PINE NO.1 OR BETTER 
UNLESS OTHERWISE NOTED. 

N SC PORCH 
199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 
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1, LINE OF EXISTING HOUSE WALL 
2, NEW 4X4 TREATED WOOD POST. 
3. NEW 2X10 TREATED WOOD LEDGER 
4. NEW 3-1/2" X 9-1/4" TREATED, 

ENGINEERED WOOD BEAM (PARALLAM 
PLUS PSL OR EQUAL), 

5, NEVil 2X10 TREATED WOOD RIDGE 
BOARD, 

6, NEW 2X8 TREATED WOOD RAFTERS 
WITH 2X4 RAFTER TiES (CEILING 
JOISTS) AT 16" O.C. TYp. 

7. ATTACH CANTILEVER END OF NEW 
ENGINEERED WOOD BEAM TO EXISTING 
HOUSE WALL WiTH CONCEALED 
FLANGE JOIST HANGAR. 

8. ATTACH CANTILEVER END OF NEW 
ENGINEERED WOOD BEAM WITHIN 
EXISTING WING WALL ON JACK 
STUD(S). 

TYPE LIVE LOAD DEAD LOAD NOTES 

DECK/FLOOR 40 PSF 10 PSF EXISTING 

ROOF 30 PSF 15 PSF ASPHALT SHINGLE - ALL ROOFS 4 IN 12 

CEILING 2 PSF 1X3 WOOD FURRING STRIP CEILING 

WIND 25 PSF MIN 25 PSF MIN 

...... J''''" ... GRADES 

ALL WOOD FRAMING SHALL BE PRESSURE TREATED SOUTHERN YELLOW PINE NO.1 OR BETTER 
UNLESS OTHERWISE NOTED. 

PORCH 
199 EDGEWATER DRIVE 
CRYSTAL LAKE, ILLINOIS 60014 
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