¢

3/4" PER/FT WHEN SUB-BASE
IS OMITTED

GUTTER FLAG WIDTH AS |
\ T 1/4" FOR FLEXIBLE PAVEMENT
4“ R ] "ok
SLOPE 34" PER/FT. \\ S I
a ﬁ A
< ~r < 2 <
N yaN
D
< P’ A A
VAN PNEEAN - i
T N - < <
AN
< < . N < AN <
A Ul
A e N - A . A 6" MIN.
yAN
< Q A QA
yAN
pAN
" q A
2" MIN. CA-6 SLOPE SAME AS SUB-BASE OR /
BASE (TYP.)

v,
>N

e

SN '
SEELLLLEK
S

N

////////\//j N

b
SUITABLE SUBGRADE

* ADJACENT TO CURB RAMP ACCESSIBLE TO THE DISABLED

AN N T 7
NI

/

NOTES:

1. THE TOP OF CURB SHALL BE DEPRESSED WHERE THE CURB AND
GUTTER IS CONSTRUCTED ACROSS ALLEYS AND FOR PRIVATE DRIVES
OR WHERE DIRECTED BY THE ENGINEER.

2. THICKNESS OF PAVEMENT "T". WHEN CURB AND GUTTER IS
CONSTRUCTED ADJACENT TO FLEXIBLE PAVEMENT, THE VERTICAL
THICKNESS OF THE GUTTER FLAG SHALL BE 9 INCHES. FOR BAM
PAVEMENT SECTIONS THE FLAG SHALL BE THE SAME THICKNESS AS
THE PAVEMENT.
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